Phytec phyCORE.

Windows E
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Gold Partner indows Embe?ed CE 6.0 :
: wide range of phyCORE SOMs (see below)

= Support and customization on full line of LPC3180, | LPC3250 PXA270 and i.MX27/31-based BSPs

Microsoft

GOLD CERTIFIED

Partner

ISV/Software Solutions
Mobility Solutions

iR

phyCORE-i.MX27 phyCORE-LPC3180 phyCORE-LPC3250 @ phyCORE-PXA270

AL )

Expertise and collaboration with Phytec-based solutions

= Since 2004, we are the official partner of = We also ensure technical support and
Phytec America for Windows Embedded maintenance of these reference BSPs
CE development on phyCORE SOMs and

@ﬁWEE related development kits

>> See Phytec Rapid Development Kits
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http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3180.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3250.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3180.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3180.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3180.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3250.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3250.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-LPC3250.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM11-i.MX31.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM11-i.MX31.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM11-i.MX31.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM11-i.MX31.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-i.MX27.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-i.MX27.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-i.MX27.html
http://www.phytec.com/products/sbc/ARM-XScale/phyCORE-ARM9-i.MX27.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html
http://www.phytec.com/products/rdk/index.html

| * Demonstration
purpose of Windows
Embedded CE running

on i.MX27/31,
LPC3180/3250 and
PXA270 architectures

Binary
Evaluation BSP

phyCORE ARM9 RDKs
phyCORE-i.MX31 RDK

phyCORE-PXA270 RDK

Free Source Code
Access for 20 Days

fﬁbedded Offering

* Allow adaptation to a
custom i. MX27/31,
LPC3180/3250 and
PXA270 design

* Reference BSP for all
Windows Embedded
CE phyCORE ARM9,
ARM11 and XScale
products

* One time license fees,
no royalties

Available from our website Contact our sales team
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http://www.phytec.com/products/rdk/ARM-XScale/ARM9index.html
http://www.phytec.com/products/rdk/ARM-XScale/ARM9index.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-ARM11-iMX31.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-ARM11-iMX31.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-ARM11-iMX31.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.phytec.com/products/rdk/ARM-XScale/phyCORE-XScale-PXA270.html
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com

Windows CE 6.0 support
SD-Card/SDIO driver
Flash driver

GPIO driver

SPI driver

Display Driver

Touch Screen Driver
Audio Driver

Ethernet Driver

| CAN Driver
USB Device

USB Host

g High speed serial

Serial

Virtual Floating Point

Power management
Ethernet Debug

Serial debug

Load image from Ethernet
Load image from USB

Load image from flash

Features

Windows Embedded CE 6.0
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Windows Embedded Compact 7
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LPC3250

Supported
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Not supported or not available on the chip
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1d Distribution

X
Free evaluation version - Binary BSP Source BSP - 90 days of support | Support and update extension for
running on NXP reference board and maintenance included one year on Adeneo BSPs

phyCORE-i.MX27 5000 3000 U

Download free evaluation of our
. Phytec phyCORE binary BSPs from: .
| phyCORE-i.MX31 5000 U 3000 U
www.adeneo-embedded.com
phyCORE-LPC3180 4000 0 2500 U
phyCORE-LPC3250 4000 0 2500 U
phyCORE-PXA270 4000 0 2500 U

. . Full source code access for 20 days in three steps: vy
General sales information

v/\{ne(;
b e o 1. Download the N0>Disclosure Agreement (NDA) on
oqﬁ'v‘\/'ébsite: www.adeneo-embedded.com

f

2. Sign the NDA and send it to our sales team:

sale neo-embedded.com ——
Download platform on our website I 3. Receive the access information via email to
' ‘ download the source code from our FTP server
www.adeneo-embedded.com il P
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http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
http://www.adeneo-embedded.com/
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com
mailto:sales@adeneo-embedded.com

